


Basic Module Information

Basic Specification
Processor: ARM Cortex-A7 @ Speed upto 1.3 GHz

RAM: 256 MB / 512 MB =
Flash: 256 MB / 512 MB 2
0S: Yocto Linux (Kernel 4.14) 3
Radio Technology | |
RAT Used: LTE Cat 1 with 2G 37 mm 2.8 mm
3GPP Release: 10
LTE Bands Packgging
EA: B1 /B3 /B5 /B8/ B40 Form Factor: LGA
NA: B2/ B4/ B5/ B7/B12/B13/ B17/ Dimensions: 37 x 21.8 x 2.8 (mm scale)

B25/ B26/ B66 : "

Pin Count: 233 Pins

EAJ: B1/ B3/ B5/B7/B8/B18/ B19/ ;

B20 /B26/ B28/ B38/ B40/ B41 Other FF: mPCle
GSM Bands: 900 /1800 MHz

Network Speed (Peak Values)

Internet Protocols Cat 1: DL 10Mbps & UL 5 Mbps
TCP(S), HTTP(S), MQTT(S), FTP(S), UDP, PPP* GSM: DL 236.8Kbps & UL 236.8 Kbps
Interfaces Constellation Coverage
UART x3 GPS/GLO/GAL/BDS with QZSS
USB 2.0 x1 Qualcomm Location Suite Gen 8 C lite
SDIO 3.0 x1 T R
le i emperature Range
USIM x1 Operating Temperature: -30°Cto85°C
JTAG x1 o
Network Status Indicator ~ x1 Power ChGI"GCteI’IStICS
Module Status Indicator x1 Voltage Range: 3.6Vto45V
SGMII x1 Typical Voltage: 3.8V
PCM 2 1

X EA NAEA)
12C2 x1
s oY TxD Peak 970 mA TBD _ TBD
&hiG NS TxD Idle 60 mA TBD _ TBD
Main ANT o1 GNSS (Fix) 90mA 90mA  90mA
GNSS ANT x1 ) )
LCDoB s - Applicable Region(s)
ADC x2 EMEA & APAC, EAJ, North America

Product Variants

N | RaM | Flash |

C10QM-EA-22GNN 256MB 256MB
C10QM-EA-22GNH v 256MB 256MB
EMEA, APAC
C10QM-EA-24GNN x 256MB 512MB
C10QM-EA-24GNH v 256MB 512MB
C10QM-NA-22GNN x 256MB 256MB
C10QM-NA-22GNH . v 256MB 256MB
North America
C10QM-NA-24GNN x 256MB 512MB
C10QM-NA-24GNH v 256MB 512MB
C10QM-EAJ-22GNN x 256MB 256MB
C10QM-EAJ-22GNH  Eyrope, Asia v 256MB 256MB
C10QM-EAJ-24GNN and Japan x 256MB 512MB
C10QM-EAJ-24GNH v 256MB 512MB
1 Optional 2 Needs SDK 3 In Progress 4 Planned
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